GENERAL NOTES

ANY REFERENCE 7O THE STANDARDS THROUGHOUY THE PLANS SHALL BE INTERPRETED
T3 BE THE LATEST STANDARDS OF THE DEPARTMENT AS SHOWN IN THE PLANS.

i3,

GENERAL_NOTES (CONT.)

WHERE SECTION OR SUBSECTION MONUMENTS ARE ENCOUMTERED, THE ENGINEER SHALL
BE NOTIFIED BEFORE SUCH MONUMENTS ARE REMOVED, THE CONYRACTOR SHALL PROTECT
AND CAREFULLY PRESERVE ALL MONUMENTS UNTIL AN AUTHORIZED SURVEYOR (R AGENT HAS

THE CONTRACTOR SHALL NOTIFY THE DISTRICT 6 BUREAU OF OPERATIONS AT {2173 785-5312
21 DAYS PRIOR TO IMPLEMENTING ANY TRAFFIC CONTROL.

2. THESE PLANS HAVE BEEN PREPARED USING STANDARD SYMBOLS AS INDICATED IN THESE WITNESSED OR OTHERWISE REFERENCED THEIR LOCATION, THE CONTRACTOR SHALL 8E 16 g%aEggogffggﬁggf“&ﬂg@gjg&ngbsaﬁmf;hmﬁﬁffumss“c“ A MANNER 30 AS NOT TC INTERFERE
PLANS, AND THEY SHALL TAKE PRECEDENCE OVER THOSE SHOWN ON STARNDARD GO0001-06 RESPONSIBLE FOR HAVING AN AUTHORIZED SURVEYOR REESTABLISH ANY SECTION OR .
T .
IF THERE IS A CONFLICT. SUBSECTIONN MONUMENTS DESTROYED BY HIS/HER OFERATIONS 17. THE CONTRACTOR SHALL BE AWARE THAT EXISTING CONCRETE PATCHES SHALL BE MILLED
AS PART OF THE PROPOSED HMA SURFACE REMOVAL ANU NG AODITIONAL COMPENSATION
3. EXISTING RAISZD REFLECTIVE PAVEMENT MARKERS SHALL BE REMOVED PRIOR TO 14, HOT-MIX ASPHALT RESURFACING OF THE EXISTING PAVEMENT AND SHOULDERS SHALL BE WILL BE ALLOWED FOR THE MILLING OF THE CONCRETE.
KESURF ACING, DONE IN A MANNER THAT PROVIDES A MINIMUM VERTICAL CLEARANCE OF 16.0° AT ALL
OVERHEAD STRUCTURES. THE MINIMUM VERTICAL CLEARANCE SHALL BE MAINTAINED FROM 18, m[gscgggfsﬂcchR?ﬁgﬂs;ﬁrggxségaigas%’ﬁ’é BE AMARE THAT NO SURVEY g;gAfggsgézxa&%oMﬁ%aRw "
. H 1
4 ;g?ﬂgoggﬂggéngég:;»éﬂ "f{?g"‘"égg*é;Igé’*gf;sif:fég‘;":gsw“mT*ONS IN THE FIELD OUTSIDE TO GUTSIDE OF THE PAVED SHOULDERS. AND FIELD MEASUREMENTS MADE BY DESIGN PERSONNEL. BOTH SHOULD BE CONSIDERED APPROXIMATE.
) PRIOR TO RESURFACING ACTIVITIES, THE CONTRACTOR AND THE ENGINEER SHALL VERIFY AND , "
. LL WAKE ADJU HE RESURFACING THICKNESS SHOWN H NGINEER, ALL HAL 10l N
e I YRS W T e o s P o) IONS: - AGENCIES KNOWN 70 ON THE FLANS. UPON COMPLETIOR OF THE RESURFACING, THE ENGINEER WILL MEASURE AND ORANGE 48", THIS SHALL BE INCLUOED IN THE COST OF THE TRAFFIC CONTROL AND PROTECTION,
DUCUMENT e MINIMUM YERTICAL CLEARANCE AT AL OVERHEAD STRUCTURES. IF THE 20. THE INSTACLATION HEIGHT OF THE CUARDRALLS AND TERMINALS LOCATED ALONG THE I-72 CORRIDOR
JU.LLE. 1-800-892-0123 MINIMUM VERTICAL CLEARANCE 15 LESS THAN 16-0%, THE CONTRACTOR SHALL REMOVE AND " WILL BE MEASURED BY THE ENGINEER AND COMPARED TO THE APPLICABLE NICHWAY STANDARDS.
COST OF THE #ORX O AN INCOMVENIENCE CAUSED BV COMPLYING WITH Te1S AEOUIEMENT CORRECTED BY THE CONTRACGTOR AY MINOR CRAGING. THE NINOR GRADING WL BE ACCOMALISHAD Be-
ILLINGIS STATE LAW REQUIRES A 48-HOUR NOTICE BE GIVEN TO ALL UTILITIES BEFORE OF THE WORK OR ANY NVENIENCE CA Y COMPLYING WITH M . t
DIGGING. FIELD MARKING OF FACILITIES MAY BE OBTAINED BY CONTACTING JALL.LE. OR WILL NOT BE PAID FOR SEPARATELY, BUT SHALL BE INCLUDED IN THE COST FOR ég%’;ﬁfﬁﬁ%&:ﬁ?ﬁg“&%Ecilg%, A Er SR CTAL PROVISIoNe LR, THIS WORK SHALL BE PAID FOR AS
FOR NON-MEMBERS, BY CONTACTING THE UTILITY COMPANY DIRECTLY. RESURFACING PAY ITEMS IN THIS CONTRACT.
1T IS UNDERSTOOD AND AGREED THAT THE CONTRACTOR HAS TAKEN THE FOREGOING COMMITMENTS
g;:riLigzsagmrﬂagtfgv Iﬁefﬁ??’gﬁi’}ﬁciﬁ’vféféaiﬁg Sﬁuggglgv{mfﬁr-: %%ZENSWGN L 1. THE RESIDENT ENGINEER SHALL CONTACT STUDIES & PLANS CONGERNING ANY MAJOR PLAN CHANGES 70O
. MAKE SURE NC PREVIOUS COMMITTMENTS (NOT LISTED) WERE MADE AFEECTING THE DESIGN AND TO
THE INFORMATION AND DATA SHOWN OR INDICATED ON THESE IMPROVEMENT PLANS WITH ALLOW IMPROVEMENTS IN THE DESIGN OF FUTURE PROJECTS. MIXTURE REQUIREMENTS
RESPECT TO EXISTING UNDERGROUND FACILITIES AND UTILITIES AT OR CONTIGUOUS TO :
THE SITE IS PASED ON INFORMATION AND DATA FURNISHED BY THE OWNERS OF SUCH
UNSERGROUND FACILITIES AND UTILITIES CR BY OTHERS. FIELD MARKINGS OF LOCATIONS 112 & RAMPS [-72 I-12 & RAMPS | [-72/RAMP SHOULDERS | 1-72 SHOULDER REM/REPLACE | I-72 SHOULDER REM/REPLACE | CH 10 (WAVERLY RD.J | CHATHAM RD.
FACILITIES IN CRITICAL AREAS MAY BE OBTAINED BY PROVIDING A MINIMUM OF 98 . HMA SHLD (LOWER LIFTS)
HOURS AOVANCE NOTICE 10 THE RESIDENT ENGINEER SO TUAT UTILITIES CAN BE GIVEN MIXTURE USE(SH HMA SURFACE HMA SURFACE HMA BINDER HMA SHLD (27 T0P LIFD HMA BASE COLRSE HMA SHLD (TOP LIFT) HMA SURFACE HMA SURFACE
NCTICE. NO GUARANTEE IS IMPLIED AS TO THE ACCURACY OR COMPLETENESS OF ANY ' ' '
SUCH INFORMATION OR DATA; AND CONTRACTOR SHALL HAVE FULL RESPONSISILITY FOR PG 585 PG 70-22 | SBS PG 70-22 | 5BS PG 70-22 PG 64-22 FG 64-22 PG ga-22 PG 84-22 PG 64-22
I REVIEWING AND CHECKING ALL SUCH INFORMATION AND DATA, (I} VERIFYING IF ANY DESIGN AIR VOIDS: 4.0 4.07 4.0% © NSO N . . . 4.0 .
CONFLICTS EXIST WITH THE PROPOSED WORKED AND UNDERGROUND FACILITIES AND 0% & N30 0% & N3O o 404 @ N30 0% @ N1 0% & N7O 0% & N3O 0% @ NTD
UTILITIES SHOWN OR INDICATED ON THE IMPROVEMENT SLANS; (1} COORDINATION OF MIXTURE COMPOSITION
THE WORK WETH THE OWNERS OF SUCH UNDERGROUMD FACILITIES AND UTILITIES DURING (GRADATION MIXTURE) L 25 1L 85 IL 19.0 F6 L 95 L 13.0 L 8.5 IL 9.5 L 9.5
CONSTRUCTION, AND () THE SAFETY AND PROTECTION OF ALL SUCH UNDERGROUND
FACILITIES AND UTILITIES AND REPAIR ANY DAMAGE THERETO RESULTING FROM THE FRICTION AGGREGATE: Y,
WORK AT HIS EXPENSE. MiX D MiX E N/& MIX C NZA MiX C MIX C MIX O
QUALITY MANAGEMENT
6. FULL DEPTH SAW CUTTING ON ALL EDGES FOR REMOYAL ITEMS SHALL BE INCLUDED FFP i PFP qc/0A 0c/eA ecsoa ac/eA acsea
IN THE COST OF THE REMOVAL ITEM AS INDICATED AND IN ACCORDANCE WITH SECTION
440 OF THE STANDARD SPECIFICATIONS, - HIGHWAY STANDARDS
. cEMENT 000001-06  STANDARD SYMBOLS, ABBREVIATIONS, AND PATTERNS 70145i-02  RAMP CLOSURE FREEWAY/EXPRESSWAY
7. gﬁ;’;iﬂ“’%i g‘;ﬁiﬁ‘; E::E’RE SI’;AC‘-&}Q%%VEngg:'gRU ,:f:% i‘;‘?i%io’ih}?ﬁ;;ﬁ}g;c Q‘;’{T{{TS Q01001-02  AREAS OF REINFORCEMENT BARS T01456-03  PARTIAL EXIT RAMP CLOSURE FREEWAY/EXPRESSWAY
: : : 005606 DECIMAL OF AN INCH AND OF A FOOT 701901-03  TRAFFIC CONTROL DEVICES
B.  THE CONTRACTOR WHL BE REQUIRED TO REPAIR THOSE AREAS THAT ARE CAMAGED AS A 420001-07  PAVEMENT JOINTS 104001-07  TEMPGRARY CONCRETE BARRIER
PART OF THE EXECUTION OF THIS CONTRACT OR AS OTHERTWISE DIRECTED BY THE ENGINEER. 420701-02 PAVEMENT FABRIC T20011-01 METAL PCSTS FOR SIGNS, MARKERS, AND DELINEATORS
THIS WORK WILL NOT BE MEASURED FOR PAYMENT. THE COST OF SEEDING, FERTILIZING, 442001-04  CLASS A PATCHES 780001-04  TYPICAL PAVEMENT MARKINGS
AND MULCHING AREAS OF TURF THAT ARE DAMAGED WILL BE CONSIDERED INCLUDED IN THE €OST 44210807 CLASS B PATCHES T81001-03 TYPICAL APPLICATIONS RAISED REFLECTIVE PAVEMENT MARKERS
OF THE VARIOUS WORK ITEMS RELATED TO THE OPERATIONS CAUSING THE DAMAGE. 482001-02  HMA SHOULDER ADJACENT TO FLEXIBLE PAVEMENT
482006-03  HMA SHOULDER ADJACENT TO RIGID PAVEMENT :
9. THE THICKNESS OF HMA MIXTURES SHOWN ON THE PLANS IS THE NOMINAL THICKNESS. 542401-01  METAL END SECTIONS FOR PIPE CULVERTS - - -D-I_STR-ICT SIX
DEVIATIONS FROM THE NOMINAL THICKNESS WILL BE PERMITTED WHEN SUCH DEVIATIONS E06301-04  PC CONCRETE 1SLANDS AND MEDIANS ;
GCCUR BUE TO IRREGULARITIES IN THE EXISTING SURFACE OF BASE ON WHICH THE HMA 63000110 STEEL PLATE BRAM GUARDRALL &
MIXTURE 15 PLACED. XAMINE r/ :
£31031-12  TRAFFIC BARRIER TERMINAL, TYPE 6 E =D £ éﬁf &
10, THE ENGINEER WILL BE THE SOLE JUDGE CONCERNING CURING TIME FOR THE VARIOUS 635001-01  DELINEATORS
HMA LIFTS. £35006-03  REFLECTOR AND TERMINAL MARKER PLACEMENT
§35011-02  REFLECTOR MOUNTING AND MOUNTING DETALLS
i ‘Tﬁi E%Uy;gv‘% r.feaa?'r 0[___UDTGL£ES?, 3‘?";{5%%5 315' sség'gr?z tsJTN ;;ipgg?ﬂ%n%aﬁ&‘oa Tgff TF;]{’*gOJECT T01101-04 OFF ROAD QPERATIONS 15 (4.5m} TQ 24 {600mm} FROM PAVEMENT EDGE
STANDARD SPECIFICATIONS FOR PIPE UNDERDRAIN OUTLETS AND (WHEN APPLICABLE) THE TOIOG-02  OFF ROAD OPERATIONS, 2L, 2W, 15* (4.5m) TO 24" (6Q0mm) FROM PAVEMENT EOGE
LENGTH OF THE RAMPS (TIMES 2 PAYVEMENT EDGES) DIVIDED 8Y 500 FEET. 701208-04  LANE CLOSURE, 2L, 2W, DAY ONLY, FOR SPLEDS » 45 MPH
TO1311-03  LANE CLOSURE, 2L, 2W, MOVING OPERATIONS - DAY ONLY
12.  THE FOLLOWING APPLICATION RATES HAVE BEEN USED IN CALCULATING PLAN GUANTITIES: 701321-13  LANE CLOSURE, 21, 2W, ORIOGE REPAIR WiTH DARRIER ’ ;
HOT MIX ASPHALT: 701400-07  APPROACH TG LANE CLOSURE FREEWAY/EXPRESSWAY
BITUMINOUS MATERIALS (PRIME COAT) 6,05 LBS/SF MILLED HMA, AGED HMA  701401-08  LANE CLOSURE FREEWAY/EXPRESSWAY "PROJECT MLEMENTATION ENGINEER
0.025 LBS/SF FOG COAT BETWEEN 701408-08  LANE CLOSURE FREEWAY/EXPRESSWAY DAY OPERATIONS ONLY
HMA LIFTS 70141108 LANE CLOSURE, MULTILANE, AT ENTRANCE OR EXIT RAMP, FOR SPEEDS > 45 MPH
LEVELING BINGER AND HOT-MIX ASPHALT SURFACE COURSE 112 LBS/SY/IN 70142i-G6  LANE CLOSURE, MULTILANE, DAY OPERATIONS ONLY. FOR SPEEDS > 45 TO 55 MPH EXAMINED g c», s @ 20 !
AGGREGATES: 701422-06  LANE CLOSURE. MULTILANE, FOR SPEEDS » 45 TO 55 MPH
O Backrr (GURFACE. BASE. SUBBASE. RIPRAP, 2.05 TONS/CY 701423-07  LANE CLOSURE, MULTILANE, WITH BARRIER, FOR SPEEOS » 45 TO 55 MPH Q i’ff
701426-06  LANE CLOSURE, MULTILANE, INTERMITTENT OR MOVING OPERATIONS, FOR SPEEDS » 45 MPH 3 OPMENT ENGINEER
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